


Model

Btu/h
Norminal kW
Cooling Capacities kcal/h
Operation Range: 20°C~43°C Btu/h
Net kW
kcal/h
Btu/h
Norminal kW
Heating Capacities kcal’h
Operation Range: -5°C~20°C Btwh
Net kW 2.90
kcal/h 2,494
V/Ph/Hz 220-240/1/50
Power Supply
ph 1
Power consumption kW 1.15
Running current A 5.49
Refrigerant Type R410A
Height inch(mm) 12.6(320)
Outer Dimension Width inch(mm) 39.4(1000)
Depth inch(mm) 23.6(600)
Material Electro-galvanize Steel
Casing — =
Finish Powder paint
Compressor Type Hermetic Rotary
— Nominal Current A 4.9
Input Power W 1,050
Protection Device Auto Reset Thermal Overload
Number of Fan Per Unit Qty 1
Fan Fan Type/ Drive Propeller Fan
Motor type Permanance Split Capacitor motor
Condensing Section Motor Rated Running Current A 0.25
Rated Input W 58
Tube Materia! Inner Groove Copper Tube
Materia. Louver fin Aluminum
Coil Fin Row 2
Fin per inch 14
Maximum Operation Pressure Psig (kg/cmz) 600(42.18)
Surface Area 3 (m?) 3.96(0.36)
Fan Nominal Air Flow CFM.(CMH) 320(534)
S Condensate Drain Female Piping Thread Screw
Size FTP(mm) 3/4(19.05)
— — Number of Fan Per Unit Qty 1
Fan Type/ Drive Centrifugal / Direct Drive
Motor type Permanamce split capacitor
Motor Rated Running Current A 0.34
Evaporator Section
Rated Input w 74
e Material Inner Groove Copper Tube
Diameter | inch(mm) 3/8(9.52)
o Material Louver fin Aluminum
Fin Row 3
Fin per inch 14
Surface Area | ) 1.08(0.10)
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